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LINES OF APOLLO X-BEAMS
1. COMPRESSION CHORDS LACED EVERY 1m
2. TENSION CHORDS LACED EVERY 2m
3. PLAN BRACING EVERY 2m
4. CROSS BRACING AT SUPPORT MEMBERS

CLIENT TO ENSURE THE
SUITABILITY OF THE EXISTING
STRUCTURE TO ACCEPT LOADS
IMPOSED FROM THE SCAFFOLD
TIES.

CLIENT TO ENSURE THE
SUITABILITY OF THE GROUND /
BEARING LEVEL TO ACCEPT LOADS
FROM THE SCAFFOLD UPRIGHTS
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CDM REGULATIONS 2015
THIS DRAWING CONSTITUTES SCAFTEC LTD.'S DESIGN RISK ASSESSMENT IN
ACCORDANCE WITH REGULATION 11 OF THE CURRENT CDM REGULATIONS.
THE REGULATIONS FURTHER REQUIRE THAT WE MAKE THE CLIENT AWARE OF
HIS DUTIES UNDER CDM, WHICH ARE PUBLISHED BY THE HSC AND HSE.

GENERAL NOTES:

1. This drawing is confidential and the exclusive property of
Scaftec Ltd. No unauthorised use, copy or disclosure is to
be made and it is to be returned upon request.

2. This design and drawing has been prepared from
information supplied to us by, or on behalf of the client, who
should check that we have correctly interpreted his
requirements and that all loadings, erection details,
dimensions and setting out sizes are as required and
practicable.

3. The client is responsible for ensuring that the foundations
provided are adequate to safely support the loading shown
on this drawing or associated calculations. Client is to
ensure that adequate facilities for tying the scaffold structure
are made and that the structure being tied to is capable of
withstanding all loads applied to it by the scaffold structure.

4. No ties or braces are to be removed from, or any
modifications made to the scaffold structure without
approval from Scaftec Ltd.

5. The client is responsible for setting out the final levelling
of the scaffold structure.

6. Wind loads have been calculated in accordance with
BS EN 1991-1-4:2005+ A1:2010.

7. Snow loads have been calculated in accordance with
BS EN 1991-1-3:2003.

8. All scaffold equipment comply with BS.EN 12811-1 and
to be erected and dismantled in accordance with the
recommendations of SG4:15 and  TG20:21 - Guide to Good
Practice for Scaffolding with Tube and Fittings OR system
scaffold manufacturers erection manuals.

9. Stated dimensions take precedence over scaled
dimensions.  IF IN DOUBT - ASK.

10. All scaffold beams to be laced & braced in accordance
with manufacturers' instructions.

11. The scaffold supervisor is to ensure that a safe system
of working is adopted at all stages of the scaffolding
erection and dismantle.

12. For hazards associated with the erection of scaffolding,
refer to the scaffold contractors operational risk assessment
produced for the contract.

REV. DESCRIPTION DATE

13. Scaffold components assumed to comply with the
following standards:
Tube

OR
OR

Couplers, spigot pins &
baseplates

Boards

System components

BS 1139-1:1982
BS EN 39 (Type 4)
BS EN 10210 S355

BS EN 74:2005

BS 2482:2009

BS EN 12810-1:2003
BS EN 12810-2:2003

SUITABLE TIE TESTING TO BE CARRIED OUT
e.g. IN ACCORDANCE WITH NASC TG4:19

DENOTES TIE LOCATIONS

BY CHK APP
SCAFTEC LTD.
Scaffold Design Consultants
27 Lonmay Place,
Panorama Business Village,
Queenslie,
Glasgow.
G33 4ER
Tel: 0141 771 4400
e-mail: info@scaftec.co.uk
www.scaftec.co.uk

INFORMATION MEMBER OF THE
NATIONAL ACCESS & SCAFFOLDING CONFEDERATION
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RESIDUAL RISKS
Wherever possible, risk has been designed-out during the design process.
Where this is not possible the risk is minimised, with residual risks noted and
indicated by this symbol.

DRAWING STATUS

PRELIMINARY DRAWING

DESIGNED
DATE

CHECKED
DATE

APPROVED
DATE

MP
27.03.25

GF
27.03.25

--
--.--.--

Plan View2

Section A-A1

UNI-ROOF TEMPORARY
ROOFING OR SIMILAR


	Sheets and Views
	01


